SINGLE PHASE

DUAL CAPACITOR MOTORS

POPE

ELECTRIC MOTORS

General purpose single phase electric motor.

F C'as ’nsu’at'on Perfect for high starting torque and high over load

High quality | 55°C winding wire & slot

. k requirements, such as air—compressors, pumps,
insulation.

fans, medical apparatus and instruments, and many
other small machines.

Sing,e Phase «  Aluminium housing

240V operation up to HW « High performance, safety and reliability
with built in overload protection. ° EaSy maintenance

« Low noise & vibration

+ Lightweight and simple construction

'Pss DUSt & Water - Fitted With 2m lead & 3pin plug up to 3kW

Protection from dust & jets of water with «  Steel terminal box fitted

limited ingress.

OPERATING CONDITONS

Ambient temperature:  -15°C to 40°C
Altitude: Not exceeding 1000m
BO’t'fon Feet ivelngs 220V-240V AC
nodletedobesrenao e Raedfrequency:  50Hz
Top / left / right mount terminal box. Duty/Rating: Continuous(S1)
Protection class: IP55 (IP56 optional)
Insulation class: Class F

Cooling method: IC411 TEFC
POPE SINGLE PHASE ELECTRIC MOTORS
DUAL CAPACITOR ASYNCHRONOUS
63TO |12 FRAME Quality

ELECTRIC MOTORS CATALOGUE ISO 9001
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PERFORMANCE DATA

240VAC - 50HZ

Run Start
Frame Size | Shaft Size | Current | Efficiency | Powerfact.
Capacitor | Capacitor

kW hp RPM mm Amps % COSo Nm uF/ v uF/ v dB Kg
0.12 0.16 4 1350 63-11 I 1.00 55 0.9 0.85 10pF/450V 30pF/250V 64 4.1
0.18 0.2 2 2710 63-11 I 1.32 63 0.9 0.63 |0pF/450V 30pF/250V 70 3.9
0.18 0.2 4 1350 63-11 I .55 56 0.9 1.27 12uF/450V | 40uF/250V 64 4.5
0.25 03 2 2710 63-11 I 1.80 64 0.9 .1 12uF/450V | 40uF/250V 73 4.4
0.25 03 4 1380 71-14 14 1.92 60 0.9 1.73 12uF/450V | 50uF/250V 66 5.9
0.37 0.5 2 2780 71-14 14 2.52 65 0.93 1.27 12uF/450V | 75uF/250V 75 6.1
0.37 05 4 1380 71-14 14 2.72 63 0.9 2.56 16uF/450V | 75uF/250V 68 6.9
0.55 0.7 2 2790 71-14 14 3.59 68 0.93 1.88 |6UF/450V | 100uF/250V 76 7
0.55 07 4 1400 80-19 19 3.86 66 0.9 3.75 20uF/450V | 100uF/250V 71 9.6
0.75 1 2 2800 80-19 19 4.62 72 0.93 2.56 20uF/450V | 100uF/250V 76 9
0.75 1 4 1410 80-19 19 5.03 69 0.9 5.08 25uF/450V | |00uF/250V 71 10.9

I.1 15 2 2810 80-19 19 6.68 73 0.93 3.74 30uF/450V | I50uF/250V 79 10.3

I.1 15 4 1410 90S-24 24 6.90 71 0.93 7.45 35uF/450V | 150uF/250V 74 13.8

1.5 2 2 2810 90S-24 24 9.0 74 0.93 5.10 40uF/450V | 200pF/300V 84 16.3

1.5 2 4 1400 90L-24 24 9.2 73 0.93 10.24 40uF/450V | 200uF/300V 79 16.7
2.2 3 2 2810 90L-24 24 12.89 75 0.94 7.48 S0uF/450V | 250uF/300V 84 16.7
2.2 3 4 1430 100L-28 28 13.3 74 0.93 14.70 SOuF/450V | 300uF/300V 79 22.8
3.0 4 2 2830 100L-28 28 16.94 77 0.95 10.13 60uF/450V | 400uF/300V 88 25
3.0 4 4 1440 |00L-28 28 17.8 75 0.93 19.91 60uF/450V | 500uF/300V 83 28.7
3.7 5 2 2850 112M-28 28 20.40 78 0.96 12.40 60uF/450V | 600uF/300V 90 33
3.7 5 4 1440 112M-28 28 20.89 77 0.95 24.55 60uF/450V | 600uF/300V 86 31
4.0 54 2 2850 [12M-28 28 21.26 80 0.98 13.41 60uF/450V | 600uF/300V 90 342
4.0 54 4 1440 [12M-28 28 21.29 80 0.97 26.54 60pF/450V | 600uF/300V 86 32.8

DIMENSIONS

OVERALL DIMENSIONS
Frame Size

R R
63 100 80 40 63 7x10 Il 23 4 85 M4-10 |75 60 9 O M5 25115 95 140 O 10 30120 130 179 116 212
71 112 90 45 71 7x10 14 30 5 Il M5-12 | 85 70 105 0 M™Mé6 25130 [10 160 O 10 35| 132 145 194 123 255
80 125 100 50 80  I0xI3 19 40 6 155 Mé6-16 [ 100 80 120 O M™Mé6 3.0 165 130 200 O 1235|157 165 223 143 290
90S 140 100 56 90 10xI3 | 24 50 8 20 M820 [II5 95 140 O M8 3.0(165 130 200 O 1235|172 185 240 150 335
90L 140 125 56 90  10xI3 | 24 50 8 20 M820 [II5 95 140 O M8 3.0(165 130 200 O 12 35| 172 185 240 150 365
100L 160 140 63 100 12xI5| 28 60 8 24 MI0-22 (130 110160 O M8 35 (215 180 250 O I5 40| 196 205 260 160 445
112M 190 140 70 112 12xI15| 28 60 8 24 MI0-22 (130 110160 O M8 3.5 (215 180 250 O 15 40222 230 295 183 453
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POPE Electric Motors Single Phase Motor Catalogue 08/2025




